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103 INCH PLASMA

HD Video Specs
1920 pixels Tape formats:

< > Beta Cam SP, Digital BetaCam (most
common)

A
Tape comments:

Please ensure that the tape is of the highest
possible quality ie. MASTER. Every generation
copy results in a softer looking image.

1080 pixels

Targa sequences:

Targa sequences are one of the most reliable
ways of moving video images from one facility
to another without using compression, or
Format: 16:9 incurring the penaltyof producing a copy, which

! will result in anther generational loss.The file
Frame Rate: 1080@25pfs, 1080@50i, format is virtually universal and can be easily
Size (HD) 1920 x 1080 pixels copied onto inexpensive storage media (CD-
R/DVD-R). Please only submit the final
completed work.

Still Image Specs
1920 pixels NB: You can only benefit from using TARGA's
E | if your material is currently being finished on a
non-linear system and is then exported straight
from the timeline. Alternatively, if the material is
stored on a D1 tape it can be transferred to a
non-linear system for export to targa. If yoour
material is on BetaCam it is a waste of time
and money to make TARGA's for submission.

Stills:

Original high resolution, layered Photoshop
PSD files or FreeHand files may be submitted
for best quality. Alternatively, an
uncompressed TIFF or high-resolution JPEG
Format: 16:9 may be submitted. Please ensure that the
Size (HD) 1920 x 1080 pixels JPEG quality setting is set to MAXIMUM.

A

1080 pixels

v

For technical support contact:
Spectrum Visual Network 011
691 6900 Shaun
Hatton

Repro Specifications:

Scans must be full colour CMYK, approx A3 at 300dpi not less than 180mb.

File Formats : Adobe Photoshop - ver3, 4, 5.5, C53, Freehand - 8, 8, 10, 11, MX, Adobe Illustrator - 8, Corel Draw - 13, Indesign - CS3.

Convert all type to paths. Cromalin/Iris proof for colour matching purposes. May use Pantone references for spot colours, CMYK % values are not acceptable, due to differences in pigment hues
from printer to printer. Bleed background to material size.

NOTES:If a document contains any scanned or raster images, supply these as separate Photoshop “lif' or “eps” files. No links should be embedded on document, Ensure document is “CMYK"
not “RGB". All test must be converted to curves. Bleed must be added all round in final made up document. If no bleed is added, the file must be supplied in a layered format. All artwork must be
set up to a minimum of 10% of the final size. DPI of scans should be a minimum of 300dpi and 10% of final size

Enquiries: Anny Godfrey - 087 806 4071 / 076 574 6931 or Mark Davis - 011 475 1419 / 087 8064153



